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REFLEKSOL
120

Colour RAL
Electric drive yes
Manual drive no
Maximum width 7 m
Maximum height 4 m
External use yes
Internal use no

Cassette dimensions

m
ax

 4
 m

max 7 m
External

Standard construction colours:

Colours from SELT palette
pages: 150-151

Group installation
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Properties:
• Wind resistance class 6
• Extruded aluminium cassette dedicated for niche and facade installation
• ZiiiP mechanism
• Two-piece guide rail with compensating gaskets
•  Option to create modules using modular brackets
• Self-supporting system
• Electric drive
• Construction available in any colour from RAL palette (optional)
• For width above 4 m and height above 3 m and for all systems above 5 m wide, ZOOMTECH® 

technology will be used
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REFLEKSOL
120

Colour RAL
Electric drive yes
Manual drive no
Maximum width 7 m
Maximum height 4 m
External use yes
Internal use no

Cassette dimensions

m
ax

 4
 m

max 7 m
External

Standard construction colours:

Colours from SELT palette
pages: 150-151

Group installation

FOR CONCEALED INSTALLATION

126 mm
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m
m

17 mm
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Properties:
• Wind resistance class 6
• Cassette for under plaster installation made from aluminium sheet, equipped with an 

extension enabling external plaster application
• ZiiiP mechanism
• Revision from the bottom of the cassette
• Option to create modules using modular brackets
• Two-piece guide rail with compensating gaskets
• Electric drive
• Self-supporting system
• Construction available in any colour from RAL palette (optional)
• Przy szerokości powy"ej 4 m i wysokości powy"ej 3 m oraz przy wszystkich systemach powy"ej  

5 m szerokości zostanie zastosowana technologia ZOOMTECH®
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Colour RAL
Electric drive yes
Manual drive no
Maximum width 4 m
Maximum height  4 m
External use yes
Internal use no

REFLEKSOL
         BOX

Cassette dimensions

m
ax

 4
 m

max 4 m
External

Standard construction colours:

Colours from SELT palette
pages: 150-151

146 mm
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15 mm

BOX 1

146 mm 30 mm

21
6 

m
m

15 mm

BOX 2
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Properties:
• Wind resistance class 6
• Cassette for under plaster installation made from extruded aluminium, equipped with an 

extension enabling external plaster application
• ZiiiP mechanism
• Two revision lids enabling easy access and installation
• Two-piece guide rail with compensating gaskets system
• Bottom bar concelaed in the cassette
• Box 2 with windowhead insulation
• Wide range of fabrics
• Electric drive
• Available self-supporting version where the cassette rests on guide rails
• Construction painted in any RAL colour (optional)
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Colour RAL
Electric drive yes
Manual drive no
Maximum width 2.7 m
Maximum height 3.0  m
External use yes
Internal use no

REFLEKSOL
95

m
ax

 3
.0

 m

max 2.7 m
External

Cassette dimensions

100 mm

95 m
m

Standard construction colours:

Colours from SELT palette
pages: 150-151

Group installation
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Properties:
• Wind resistance class 6
• Cassette for niche or wall installation made from extruded aluminium
• Ziiip mechanism
• Revision from the front of the cassette
• Two-piece guide rail with compensating gaskets
• Electric drive
• Self-supporting system
• Construction available in any colour from RAL palette (optional)
• Option to create modules using modular brackets
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Colour RAL
Electric drive yes
Manual drive no
Maximum width 3.5 m
Maximum height 4.0 m
External use yes
Internal use no

MARKISOLETTE
120

External

max 0.63 m

m
ax
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0 
m

max 3.50 m

Group installation

Cassette dimensions

Standard construction colours:

Colours from SELT palette
pages: 150-151

126 mm
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Properties:
• Cassette for niche, wall or facade installation made of extruded aluminium
• Extruded aluminium sideguides
• Special arm creating the maximum tilt angle of 135°
• Self-supporting option available
• Revision from the front of the cassette
• Wide range of fabrics
• Electric drive
• Construction available in any colour from RAL palette (optional)
• Option to connect systems through common modular guide rail
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Colour RAL
Electric drive yes
Manual drive no
Maximum width 3.5 m
Maximum height 4.0 m
External use yes
Internal use no

MARKISOLETTE
120

External

max 0.63 m

m
ax

 4
.0

0 
m

max 3.50 m

Group installation

Cassette dimensions

Standard construction colours:

Colours from SELT palette
pages: 150-151

126 mm
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m

17 mm

FOR CONCEALED INSTALLATION
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Properties:
• Cassette for concealed installation made of extruded aluminium is equipped with an extension 

enabling external plaster application
• Extruded aluminium sideguides
• Special arm creating the maximum tilt angle of 135°
• Self-supporting option available
• Revision from the front of the cassette
• Wide range of fabrics
• Electric drive
• Construction available in any colour from RAL palette (optional)
• Option to connect systems through common modular guide rail
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Colour RAL
Electric drive yes
Manual drive yes
Maximum width 3.5 m
Maximum height 4.0 m
External use yes
Internal use no

MARKISOLETTE
103

12
2 

m
m

106 mm

Cassette dimensions

External

max 0.63 m

m
ax

 4
.0

0 
m

max 3.50 m

Group installation

Standard construction colours:

Colours from SELT palette
pages: 150-151
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Properties:
• Cassette made of extruded aluminium
• Revision from the front of the cassette
• Extruded aluminium sideguides
• Special arm creating the maximum tilt angle of 135°
• Wide range of fabrics
• Manual or electric drive
• Self-supporting option available
• Construction available in any colour from RAL palette (optional)
• Wind class of the product increased to 2 for max. size: width 2.6 m and height 3.2 m
• Option to create modules using common guide rail and modular brackets
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